
MIDLANDTRAILERS.COMBETTER PAYLOAD  •  INDUSTRY LEADING DESIGN  •  STRUCTURAL INTEGRITY

ALWAYS YOUR BETTER INVESTMENT



STANDARD FEATURES
Body 	  3/16″ AR200
	  Heavy Duty Hinges
	  Greaseless ‘Service Free’ Pivot Bushings

Chassis 	  Axle Track Width: 77″ (Wide Track)

Hydraulics 	  6″ Cylinders With Greaseless Bushings

Suspension 	  Air Ride

Axles 	  22,500 lbs

Brakes 	  Haldex ABS (2S1M)

LED Lighting 	  Harness (Sealed), Common Internal Ground

Paint 	  Endura High Performance Industrial Coating
	  50% Conspicuity Tape
	  Accent Striping, Double 1″ Tape

Tires 	  16 ply 22.5

Rims 	  Unimount Steel

OPTIONS
• Tarp Systems
• Tarp Lockout
• Two-Speed Landing Gear
• Additional Flap Packages
• Bolt-On Push Block C/W
   Under Run Bumper
• Lift Axles
• Wireless Remote
• 100% Conspicuity Tape

Body Options

• 1/4″ Hardox 450
• 1/8″ Hardox 450
• 3/16″ Hardox 450

Configurations

• Tandem, and Tridem
• Twin Body
• Various Train Configurations 	
  Available

The information, illustrations and specifications provided in this brochure are based on our latest product information at time of publication. To ensure continuous 
product improvements, Midland Manufacturing reserves the right to make changes at any time to products described and/or illustrated herein without notice or liability. PR
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Box 249 - 36 Main Street
Rosenort, Manitoba  Canada    R0G 1W0

Phone: 1.800.827.7023
Web: www.midlandtrailers.com

Sold By:

• BETTER PAYLOAD
• INDUSTRY LEADING DESIGN
• STRUCTURAL INTEGRITY

DRAWN BY:

DATE:

PART NO:

TITLE:
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TW3000 55s Box X2

 

 
DESCRIPTION:

14'-10"

60"

16"

55"

14'-10"

49"

23'- 1/4"

10'-11"

36'-5 3/4"

Durable Half-Round 
Rear Fenders

Durable Self-Shredding 
Front Fenders

Optional Sidekick Mesh Tarp

Secure Manual Latch System with 
Composite (Greaseless) Bushings

Heavy-Duty Bolt-On Push Block 
with Under Run Bumper


